SLOPE = 1:12 MAX

= 1:20 (5%) MAX
1” MAX DROP FROM
GUTTER LIP TO FLOWLINE

SECTION VIEW

4' WIDE MANEUVERING
SPACE NOT REQUIRED
FOR RETROFITS

DETECTABLE WARNING
PATTERN — SEE DETAIL
TYPE "A’
LARGE RADIUS, SINGLE RAMP

CURB EXPOSURE
TAPERS FROM
6" AT STREET TO
0" AT SIDEWALK

DETECTABLE WARNING
PATTERN — SEE DETAIL

TYPE 'C’
LARGE RADIUS, DOUBLE RAMP,
DETACHED SIDEWALK
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CURB EXPOSURE
TAPERS FROM

6” AT STREET TO
0” AT SIDEWALK

DETECTABLE WARNING
PATTERN — SEE DETAIL

TYPE 'E"
SMALL RADIUS, SINGLE RAMP,
SIDEWALK ONE DIRECTION
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DETECTABLE WARNING PATTERN
"ARMOUR TILE" OR APPROVED EQUAL

4’ WIDE MANEUVERING
SPACE NOT REQUIRED
FOR RETROFITS

DETECTABLE WARNING
PATTERN — SEE DETAIL

TYPE 'B’
LARGE RADIUS, DOUBLE RAMP

CURB EXPOSURE
TAPERS FROM
6" AT STREET TO
0" AT SIDEWALK

DETECTABLE WARNING
PATTERN — SEE DETAIL

TYPE 'D’
ALL RADIUS, SINGLE RAMP,
DETACHED SIDEWALK

4’ WIDE MANEUVERING
SPACE NOT REQUIRED
FOR RETROFITS

DETECTABLE WARNING
PATTERN — SEE DETAIL

TYPE 'F

SMALL RADIUS, SINGLE RAMP,
SIDEWALK BOTH DIRECTIONS

1. RAMPS SHALL NOT CONFLICT WITH EXISTING CATCH BASINS OR DROP INLETS.
2. DIMENSIONS SHOWN ASSUME 6" CURB HEIGHT.
3. ALL RAMP SLOPES SHALL BE #12 MAXIMUM.
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